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Rejestrator IP DAHUA NVR2208-52 8
KANALOW 6MPX 1080p HDMI

Cena brutto 918,81 zt

Cena netto 747,00 zt
Dostepnos¢ Produkt archiwalny
Numer katalogowy NVR2208-S2
Producent Dahua

Liczba dyskéw twardych (max.) 2

Liczba kanatéw 8

Rozdzielczos¢ 2 Mpx (FullHD)

Opis produktu

Rejestrator DAHUA

13
pozwala na zapis obrazu z kamer w maksymalnej rozdzielczosci
1920 x 1080
oraz wyéwietlanie obrazu na zywo z
8 kamer
(z kompresjq wideo H.264 | H.264+). Dzieki wbudowanym wyjsciom
HDMI | VGA
mozliwe jest podiaczenie sprzetu do dowolnego odbiornika.

Produkt obstuguje
max. 2 dyski SATA
o pojemnosci
do 12 TB (facznie)
Podwéjny strumiefi sprawia, ze transmisja po sieci nie stanowi duzego obciazenia dia facza.

Dzieki ustudze
EasyalP
uzyskujemy dostep do podgladu na zywo oraz nagrait z dowolnego miejsca na Ziemi z dostepem do Internetu. Mozemy tez dosta alert na maila, gdy zaistnieje niepokojace zdarzenie (funkcja:
detekcja ruchu

Rejestrator jest kompatybilny ze standardem
ONVIF
., wiec wspéipracuje z kamerami IP wigkszosci znanych producentéw.

Cechy produktu:

- praca w technologil IP
- kompresja wideo H.264/H.264+

- max. liczba kanaléw dekodowania: 8 kanatéw 1080p
- predkos¢ nagrywania: 80 Mbps

- wyjécia wideo: 1x HDMI, 1x VGA

-~ liczba kanaiow IP: 8

- zgodnos¢ z ONVIF 2.4

- obstuga max. 2 dyskéw twardych SATA (do 12 T8 facznie brak w zestawie)

-2xUSB 2.0
- wejsciefwyjécie audio: 1/1
- 1X RJ45 (100M)

ONVIF (wspotpraca z wiekszoscia kamer IP)
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Dual-core embedded processor

Embedded LINUX

8 Channel

T
i

1 Channel Input, 1 Channel Output, RCA

Interfsca. 1 HDMI, 1 VGA

Resolution 1820%1080, 1280%1024, 12B0<720, 1024x708

Muiti-screen Display 1488

0sD Camera title, Time, Camera lock, Mation detection, Recording

Comprassion H.284+/H.254

Resolution SMp/SMp/4Mpi3Nip/ 1060P/ T20P/ DAastc.

Record Rate 30Mbps

Bit Rate 18Kbps ~ 20Mbps Per Channal

Record Mode. Manual, Schedule{Regular(Continuous), MD, Stop

Record Interval 1~120 min (default: 60 min), PreTecord: 1~30 sec, Postrecord: 10~300 sec

Trigger Events Recording, PTZ, Tour, Video Push, Snapshet, and Screen Tips
R Mation Detection. MD Zones: 386 (22 * 18).
and Tampering
Alarm input MiA I
Ralay Output A
Syne Playback 148 I
Time /Date, MD and Exact Search
Search Mode o ———
Playback Function Play, Pause, Stop, Rewind, Fast play, Siow Play, Mext File, Pravious File, Next Camers, Previous Camers, Full
Backup Mode USB Device/Netwark

Diahua, Arecont Vision, AXIS, Bosch, Brickcom, Canon, CF Plus, Dynacolor, Honeywell, Panasonic, Pelco,

|

‘Support

Interfsce 1 RU-45 port (10/100Mbps)

Ethemet Fort 1 Independent 100Maps Ethemst Fort

PoE & ports (|EEEE02 3at/s)

) HTTF, TCPIF, IPv4/IPv8, RTSF, UDP. NTF, DHCR. DNNS, IP Fiter, DDNS, IP Search{Support Dahus [P

. R camera, DVR, NVS and etc.), Easysip

Optical Fiber Interface NiA

Wax. User Access 128 users

Smart Phane iPhane, Pad, Android

Interapersibility ONVIF 2.4, CGI Conformant

Intemal HOD 1 SATA Il Port, up to 8TE capacity for sach HOD
HDE Mode Single
eSATA NiA

uss 2 ports (1 Rear USB2.0, 1 Front USB2.0)
RS212 NiA
RS485 NiA

Power Supply Single, DCEIW2.34

Powar Consumption <4 5W {without HDD)

Operating Condtions A0 ~ #55°C (+14°F ~ +131°F), 85 ~ 108kpa

‘Storage Conditions -20°C ~ +70°C (-4°F ~ +158°F). 0~ 90% RH

Dimensions(WxDxH) 1L, 375mmx 275mm=53mm (14.687 3 10.8"x 217
Nat Weight 1.8kg (3.53 Ib) without HDD)
Gross Weight 3.0kg(8.61 Ib){without HDD)

CE ENG5032, ENS5024, ENS0130-4, ENSDE50-1

FCC Part 15 Subpart B, AMS| C83.4-2014
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W zestawie:

- rejestrator Dahua NVR2208-52 - 1 szt.

- paragon lub faktura VAT,
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